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1350ºC sintering; NiO-YSZ, 150 mm length,
400m thickness, 3,2 mm diameter
Comercial Powder
NiO YSZ Pore Former
Double milling
Suitable NiO 
Homogeneization (ultrasonic mixing, mechanical agitation)
Cold Isostatic Pressed (200MPa)














































































































































































































































































700 0,17(1) 0,18(1) 0,23(1) 0,80(1) 1,38(4)
750 0,12(1) 0,12(1) 0.21(4) 0,66(1) 1,10(7)
800 0,10(1) 0.07(1) 0.20(2) 0.38(1) 0,75(5)













































































































700 0,15(2) 0,30(59) 0,17(10) 0,58(56) 1,19(9)
750 0,11(5) 0,03(10) 0,17(25) 0,45(48) 0,76(8)
800 0,10(7) 0,06(14) 0,20(13) 0,21(15) 0,58(5)
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Other materials
Infiltration of Nd2NiO4+δ salt precursors into YSZ porous cathode matrix
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Conclusions
‐Anode supported mT‐SOFC using LSM/YSZ cathodes prepared by infiltration were 
fabricated and characterized.
‐Cells with LSM infiltrated cathodes present better performance than analogue cells 
fabricated by dip‐coating, using less amount of LSM electronic phase.
‐At 850 °C and 0.7V:Standard cells (LSM/YSZ/pore 30/30/40): 600‐700 mWcm‐2
LSM infiltrated (LSM/YSZ/pore 13,32/52,6/39,3): 750 mWcm‐2
LSM infiltrated (LSM/YSZ/pore 23,6/43,4/33): 850 mWcm‐2
(composition in vol%)
‐Infiltrated LSM electrodes seem to be stable after short‐term operation conditions
